KVM Switch Dual Network Cable
Connection

Article Overview

A dual-network or dual-video KVM setup requires connecting two video cables and
one USB cable per computer to the KVM switch to enable dual-monitor support and
seamless switching.

Understanding Dual Connections

For a dual-monitor KVM switch, each computer must have two video outputs (HDMI,
DisplayPort, or DVI) connected to the KVM switch. This allows the KVM to extend the
desktop across two monitors for each system. Additionally, a USB connection is
required for keyboard and mouse control. If your computer lacks sufficient video
ports, you may need a PCl graphics card with dual outputs or a DMS-59 adapter to
provide the necessary connections .

Cable Requirements

* Video Cables: Each computer requires two video cables corresponding to the KVM
switch's input ports. For HDMI, use Premium High-Speed HDMI cables for 4K at 60Hz
or Ultra High-Speed HDMI cables for 4K at 120Hz or 8K . For DisplayPort, ensure the
cables support the desired resolution and refresh rate.
* USB Cables: Connect each computer's USB port to the KVM switch to enable
keyboard and mouse control. USB 3.0 cables are recommended for high-speed
peripherals . -
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Article Content
KVM Switches | Amazon

Displayport KVM Switch 2 Monitors 2 Computers 8K 60Hz 4K 120Hz Dual Monitor USB
3.0 KVM Switches for 4 USB Devices, Wired

KVM Switch Frequently Asked Questions

The Ethernet Port is the one connecting the KVM-Over-IP Switch to your network. The
other RJ45 ports are the CPU Ports that

KVM Switches and Cables

Use USB KVM cables to connect multiple computers or servers to a single mouse,
keyboard and monitor. Save space, reduce clutter

Dual Monitor KVM: A Comprehensive Connection Guide

Looking for a KVM switch that works with a docking station, webcam, and dual
monitors across Mac and Windows? The Avico KVM

KVM Setup for Dell Monitors - Ultimate Guide & Tips

Find instructions to setup KVM on your Dell monitor. Dive into our comprehensive
guide to setting up and troubleshooting KVM for

Einrichtung von KVM-Switchen | StarTech

Start by ensuring everything is unplugged from the KVM, including power, and
leaving it all disconnected for 10 seconds. Turn off all
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Contact Us

For more information, pricing, or custom solutions, please contact us:

Website: https://www.gmarkconstruction.co.za

Email: sales@gmarkconstruction.co.za

Phone: +31-6-15-38-72-94

Address: Herengracht 456, 1017 BS Amsterdam, Netherlands

This document is for informational purposes only. Specifications subject to
change without notice.
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